VARIP*LTE

= Express yourselr. VARI%LITEe VL2000™ AND VL2500™ LUMINAIRES

|

‘ Spot Luminaires i‘\, ‘ ‘ Wash Luminaires A

3 &
VL2000 Spot é VL2500 Spot VL2000 Wash é VL2500 Wash
Gobo / Effects 2 gobo/effects wheels: 2 goboleffects wheels: Not Applicable Not Applicable
« 5 rotatable, indexable gobo positions * 5 rotatable, indexable gobo posi-
and 1 open position tions and 1 open position
« 1 fixed gobo wheel with 11 positions (1 * 1 fixed gobo wheel with 11 positions
position is open) (1 position is open)
Beam Control Mechanical iris with continuous beam size Mechanical iris with continuous beam A zoomable beam spreader mechanism A zoomable beam spreader mechanism
control / smooth timed beam changes size control / smooth timed beam provides continuous beam size control for provides continuous beam size con-
changes both rapid and smooth-timed beam angle trol for both rapid and smooth-timed
changes beam angle changes
Pan /Tilt 540° / 270° (0.3° resolution) 540° / 270° (0.3° resolution) 540° / 270° (0.3° resolution) 540° / 270° (0.3° resolution)
Color Temp 5600° K 5600° K 5600° K 5600° K
Operational Temp -20° to +122° F (-29° to +50° C) -20° to +122° F (-29° to +50° C) -20° to +122° F (-29° to +50° C) -20° to +122° F (-29° to +50° C)

Input Requirements 90 to 264 VAC, 50/60 Hz / 4 - 12A 90 to 264 VAC, 50/60 Hz / 4 - 12A 90 to 264 VAC, 50/60 Hz /4 - 12A 90 to 264 VAC, 50/60 Hz / 4 - 12A

Weight 55 Ibs (25.0 kg) 59.2 Ibs (26.9 kg) 55 Ibs (25.0 kg) 57.3 Ibs. (26.1 kg)
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